Appendix No 1

Parameters and requirements for the nanoimprint system  

	No
	Parameter
	Requirement
	Offer *
	Points

	1
	2
	3
	4
	5

	1.
	Model type
	
	specify
	

	2.
	Year of production 
	2009
	confirm
	

	3.
	Country of origin
	
	specify
	

	4.
	Manufacturer of the system
	
	specify
	

	5.
	System condition
	brand-new
	confirm
	

	Thermal mode

	6.
	Stamp size
	diameter ( 3 inch
	specify size
	

	7.
	Imprint area a
	diameter 2inch ( a  (3 inch
	specify diameter
	

	8.
	Substrate size
	In the range from 

min 5X5 mm up to 3inch
	specify substrate size
	

	9.
	Substrate thickness x
	0,5mm < x < 3 mm
	specify thickness
	

	10.
	Minimum replication size y
	20nm < y ( 25nm

15nm < y ( 20nm

y ( 15 nm
	specify size
	

	11.
	Pattern replication accuracy d
	(10nm < d (  (15nm 
(5nm < d (  (10nm
d ( (5 nm
	specify accuracy
	

	12.
	Minimum residual layer thickness g
	15nm (  g (  20nm

10nm < g <15nm

g ( 10nm
	specify thickness
	

	13.
	Imprint pressure range p
	Including range 0(p(34 bar 
	specify the range
	

	14.
	Imprint temperature range
	20 oC up to 250 oC or wider
	specify the range
	

	15.
	Imprint temperature field uniformity j, measured at 130 oC on 3 inch substrate
	(4% < j ( (5%

(2% < j ( (4%

 j ( (2%
	specify uniformity
	

	16.
	Imprint temperature setting accuracy t
	(2 oC < t ( (3 oC

(1 oC < t ( (2 oC

(0,5 oC < t ( (1 oC
	specify accuracy
	

	17.
	Heat-up speed v
	0,5 oC/s ( v ( 1 oC/s

1 oC/s < v ( 2 oC/s

v > 2 oC/s
	specify speed
	

	UV mode

	18.
	Wave length 
	250 nm – 400 nm
	specify wave length
	

	19.
	Lamp radiation intensity
	40-100 mW / cm2
	specify radiation intensity
	

	20.
	Additional UV lamp
	ensured
	confirm
	

	21.
	Imprint temperature
	( 100 °C

> 100 °C
	specify temperature
	

	22.
	Exposure area
	Diameter = 3 inch 
	confirm
	

	23.
	Imprint pressure range p
	Including range 0(p(34 bar 
	specify the range
	

	

	24.
	Control software
	ensured
	confirm
	

	25.
	Computer PC with LCD monitor and laser printer
	Processor: Core 2 Quad 
memory RAM: min. 2GB
graphic card: min 512 MB

HDD: min 250 GB (SATA)
DVD +/- RW (SATA) writer
operating system: Windows XP Pro
LCD monitor min 21”

Keyboard, optical mouse

Color laser printer:

- min 600x600 dpi

- memory min 32 MB

- print speed 20-30 ppm


	confirm
	

	26.
	Two-step acceptance test
	The preliminary acceptance test at contractors site before the system transport.

a) Verifying the system parameters in accordance with Terms of reference requirements on standard test samples delivered by the contractor 
b) Verifying fulfillment of requirements by measurement at any 3 points

· residual layer thickness 

· residual layer uniformity  

· pattern replication accuracy 

performed on 3” and 5x5mm (thickness (2mm) semiconductor samples delivered by the awarding entity
The Final acceptance test after installation and start up of the system at the Awarding entity site will be the same as the preliminary acceptance test.
	confirm
	

	27.
	Installation requirements
	Attach installation requirements: electrical, gases and other
	specify installation requirements
	

	28.
	Spare parts for the period of warranty


	ensured, delivered with device
	confirm, attach the list of spare parts
	

	29.
	Deadline for completion of the tender


	up to 15 weeks from signing the contract
	specify time of completion of the tender
	

	30.
	Free of charge training for 2 persons along with system delivery, installation and start up
	ensured
	confirm
	

	31.
	The operating manual, programming instruction and technical documentation in Polish or English language. 
	ensured
	confirm
	

	32.
	Availability of spare parts 
	in  the time of 10 years after warranty
	confirm
	

	33.
	Free of charge upgrades of software 
	in the period of min 5 years
	confirm
	

	34.
	After warranty service 
	in the period of min 10 years
	confirm
	

	35.
	After warranty technical support 
	in the period of min 10 years
	confirm
	

	36.
	Warranty period
	min 12 months
	specify warranty period
	


* Imprecise or inaccurate fulfilment of the table in the column 4 will result in rejection of the offer
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