Appendix No 1
Parameters and requirements for the spin coater

	No
	Parameter
	Requirement
	Offer *
	Points

	1
	2
	3
	4
	5

	1.
	Model type
	
	specify
	

	2.
	Year of production 
	2009
	confirm
	

	3.
	Country of origin
	
	specify
	

	4.
	Manufacturer of the system
	
	specify
	

	5.
	System condition
	brand-new
	confirm
	

	6.
	Kind of processes
	Spin coating and baking of photoresist on the substrate
	confirm
	

	Spinning

	7.
	Substrate size
	In the range of 

min 5X5 mm up to ( 4inch
	specify size of substrate
	

	8.
	Spin speed v
	0 < v ( 6000 rpm

0 < v ( 12000 rpm
	specify speed
	

	9.
	Spin time
	In the range of 0 up to 999 sec
	confirm
	

	10.
	Spin speed setting accuracy d
	(0,3 < d ( (0,5 rpm

 (0,2 < d ( (0,3 rpm

d ( (0,2 rpm
	specify accuracy
	

	Baking

	11.
	Hot plate surface size 
	In the range of 400 up to 900 cm2
	specify surface size
	

	12.
	Baking modes
	Contact, vacuum, proximity
	confirm
	

	13.
	Baking temperature t
	0 <t ( 300 oC

0 <t ( 400 oC
	specify temperature
	

	14.
	Baking temperature uniformity on the plate j
	(0,3 % < j (  (0,5 %

j (  (0,3 %
	specify uniformity
	

	15.
	Baking temperature setting accuracy k
	(0,3 oC < k ( (0,5 oC

 (0,1 oC < k ( (0,3 oC

k ( (0,1 oC
	specify accuracy
	

	

	16.
	Deadline for completion of the tender
	up to 10 weeks from signing the contract
	specify time of completion of the tender
	

	17.
	The operating manual, programming instruction and technical documentation in Polish or English language. 
	ensured
	confirm
	

	18.
	Availability of spare parts 
	ensured within at least 5 years after the date of installation
	confirm
	

	19.
	Post warranty  service
	ensured within at least 10 years after the date of installation
	confirm
	

	20.
	Warranty period
	minimum 12 months
	specify warranty period
	

	21.
	Installation requirements
	attach installation requirements: electrical, gases and other
	specify installation requirements
	


* Imprecise or inaccurate fulfilment of the table in the column 4 will result in rejection of the offer
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