Appendix No. 1
Requirements and technical parameters of the pulse source

	No.
	Parameter
	Requirement
	The column to the fulfilment by the Tender *

	1
	2
	3
	4

	1.
	Model type
	
	specify

	2.
	Production year
	2010
	confirm

	3.
	Country of origin
	
	specify

	4.
	Manufacturer
	
	specify

	5.
	Device
	Brand-new, not used in any laboratory and not shown at conferences, shows or fairs.
	confirm

	6.
	General requirements
	The device is devoted for generation picosecond pulses (max. 100 ps) with determined wavelengths. The device have to consist of a supplier(power supply)-controller and two laser (laser diode) heads enabling optical output of 760 nm and 1550 nm wavelengths. The both heads have to be equipped with FC/PC connector output. The device is destinated for fast detectors testing.
	confirm

	7.


	Basic parameters
	Head 760 nm (± 20nm), 

Pulse width max. 100ps, 

Pulse spectral half-width:  ≤ 5 nm ; 

Average output power min 10 nW (for 40MHz). 
	confirm

	
	
	Head 1550 nm (± 20nm), 

Pulse width max. 100ps, 

Pulse spectral half-width:  ≤ 10 nm ; 

Average output power  min. 5 nW (for 40 MHz).
	confirm 



	
	
	Supplier(power supply) –controller:

Repetition frequency for internal trigger: 80 MHz, 40MHz, 20MHz, 10 MHz, 1MHz, 500kHz, 250 kHz, 125kHz, 62,5 kHz .

Repetition frequency for external trigger: 10 Hz to  80 MHz.
	confirm

	8.
	Deadline for completion the tender 
	Maximally to 6 weeks after signing the contract
	confirm and specify

	9.
	Operating manual and technical documentation (in Polish or in English)
	Ensured
	confirm

	10.
	Technical support ensured within 5 years after contract date
	Ensured
	confirm

	11.
	Warranty period minimum 12 months 
	Ensured
	specify 


*Imprecise or inaccurate fulfilment  of the table in the column 4 will result in rejection of the offer
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