Appendix No. 1
Requirements and technical parameters for the three sets of SAS (Solar Array Simulator)                            with dedicated GPIB interfaces

	No
	Parameter Name
	Requirement
	Offer

	1
	2
	3
	4

	1.
	Type of  device
	
	specify

	2.
	Year of manufacture
	2011
	confirm

	3.
	Country of manufacturer
	
	specify

	4.
	Device  manufacturer
	
	specify

	5.
	Device 
	brand new
	confirm

	6.
	Function
	The simulators are able to generate minimum 30 charts of U – I characteristics on a base of 3500 ÷ 4500 marks
	confirm

	  7.
	Power output 
	450 ÷ 500 W
	confirm and specify

	8.
	Min. value of Uocmax.
	50 ÷ 55 V
	confirm and specify

	9.
	Min. value of Isc max
	9,5 ÷ 10,5 A
	confirm and specify

	10
	Supply voltage
	230 V/ 50 Hz
	confirm

	11.
	Working temperature range
	0 ÷ +40ºC
	confirm 

	12.
	Accessories 
	Dedicated GPIB interfaces
	confirm

	13.
	Delivery deadline: maximally to 8 weeks after signing the contract
	assured
	specify

	14.
	Manual and technical documentary in Polish or English
	assured
	confirm

	15.
	Guarantee period min. 12 months from the date of signing the acceptance protocol
	assured
	specify


* Imprecise or inaccurate fulfilment of the table in the column 4 will result in rejection of the offer
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