Appendix No. 1

Requirements and technical parameters of the monochromator.

	No.
	Parameter
	Requirement
	The column to the fulfilment by the Tenderer*

	1
	2
	3
	4

	1
	Apparatus type
	
	specify

	2
	Producer
	
	specify

	3
	Producer’s country
	
	specify

	4
	Equipment
	brand new monochromator, nitrogen purged
	confirm


	No.
	Parameter
	Requirement
	The column to the fulfilment by the Tenderer*

	1
	2
	3
	4

	5
	Spectral range
	125 nm to  IR, not less than 1200 nm
	specify

	6
	Focal length
	300 mm ± 10 mm
	specify

	7
	Aperture ratio
	1:4
	specify

	8
	3 grids with coating for  UV
	1200 groves/mm  blaze 150 nm, 2400 groves/mm blaze 150 nm, 3600 groves/mm blaze 130 nm, Al+MgF2 coating 
	confirm

	9
	Motorized entrance and exit slit, resolution 1 um
	provided
	confirm

	10
	Slit height
	14 mm ± 1 mm
	specify

	11
	Position of entrance and exit slit
	900
	confirm

	12
	Order storting filter assembly 
	motorized 6 filter wheel with filters adequate for grids 
	specify

	13
	Control software 
	1) wave length as in point 5: accuracy ±0,2 nm, repeatability  ± 0,05 nm, 

2) grid selection  

3) slit width : 10 μm  do 3 mm step 1 μm 

4) filter selection

5) computer controled, LabView drivers
	specify and describe

	14
	Delivery time
	10 weeks after signing of contract
	specify

	15
	User and service manuals in english
	provided
	confirm

	16
	Warranty 
	12 months from delivery date
	specify


* Imprecise or inaccurate fulfilment of the table in the column 4 will result in rejection of the offer.
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