Appendix No. 1
Requirements and technical specification for the mechanical profiler.

	No.
	Parameter
	Requirement
	The column to the fulfilment by the Tenderer*
	Points

	1
	2
	3
	4
	5

	1.
	Model type
	
	specify
	

	2.
	Year of production 
	2011
	confirm
	

	3.
	Country of origin
	
	specify
	

	4.
	Manufacturer of the system
	
	specify
	

	5.
	System condition
	brand-new
	confirm
	

	6.
	Sample stage
	XY translation

=> 150 mm x 150 mm 
	confirm

 specify
	

	
	
	automatic XY translation controlled by software
	confirm
	

	
	
	translation resolution

= 1 µm

< 1 µm
	specify
	0 pt

3 pt

	
	
	stage diameter

= 140 mm

> 140 mm
	specify
	0 pt

3 pt

	
	
	automatic scans for

= 200 selected sites

201 - 500 selected sites

> 500 selected sites 
	specify
	0 pt

1 pt

3 pt

	7.
	Maximum scan length
	= 50 mm

> 50 mm
	specify
	0 pt

3 pt

	8.
	Maximum vertical range (Z axis)
	= 800 µm

> 800 µm
	specify
	0 pt

3 pt

	9.
	Vertical resolution (Z axis)
	= 0,4 Å

< 0,4 Å
	specify
	0 pt

3 pt

	10.
	Vertical repeatability (Z axis)
	= 6 Å

< 6 Å
	specify
	0 pt

3 pt

	11.
	Maximum sample thickness
	= 30 mm

> 30 mm
	specify
	0 pt

3 pt

	12.
	Radius of stylus tip
	= 2 µm

< 2 µm
	specify
	0 pt

3 pt

	13.
	Stylus force
	controlled by software
	confirm


	

	
	
	stylus force range 

from 0,03 mg to 10 mg
	confirm

specify
	

	14.
	Maximum number of data points in one scan
	= 50 000

> 50 000
	specify
	0 pt

3 pt

	15.
	Sample preview
	color camera with resolution at least 640 x 480 pixels
	confirm

describe
	

	
	
	optical system with zoom adjustable at range at least from 80 to 120x
	confirm

 specify
	

	16.
	PC with LCD monitor
	processor: minimum 1 GHz

RAM: minimum 2 GB

HDD: min 250 GB

operating system: Windows 7

LCD monitor: minimum 21''

mouse and keyboard
	confirm
	

	17.
	Acceptance test
	samples delivered by the Tenderer for test verifying parameters from pt 6-15
	confirm

describe
	

	18.
	Delivery, installation and start up of the system at the Awarding Entitie’s site
	ensured
	confirm
	

	19.
	Deadline for completion of the tender including installation, start up and testing
	maximum to 12 weeks after signing the Contract
	confirm 

specify
	

	20.
	Free of charge training for 2 persons at Awarding Entitie’s site
	ensured
	confirm


	

	21.
	The operating manual and technical documentation in Polish or English language
	ensured
	confirm

specify
	

	22.
	Availability of spare parts 


	 ensured in the period of min 10 years from the date of the signing of the acceptance protocol
	confirm
	

	23.
	Free of charge upgrades of software 
	 ensured in the period of min 5 years form the date of the signing of the acceptance protocol
	confirm
	

	24.
	After warranty service and technical support 
	ensured in the period of min 10 years from the date of the signing of the acceptance protocol
	confirm
	

	25.
	Warranty period
	min 12 months from the date of the signing of the acceptance protocol
	specify warranty period
	


* Imprecise or inaccurate fulfilment of the table in the column 4 will result in rejection of the offer
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